Pafra

adhesive applicators

heads series 11

For use with all series 11 holders, short holders, connectors and

hand holders.

Materials

body and spring stainless steel

ball tungsten carbide
face diameter G 1o Internal thread M8 1ISO
i Flats to fit 11mm AF
scale full size I l"—’1 All heads supplied with spare spring
dimensions millimetres 1 333 Spare ball supplied with heads using ball part number TC332B and
TC18B
Series 11 head spanner 11HS available on request
Ordering
Series 11 head. ...
ball spring contact load
Face width ball size part number  part number part number required
mm inch mm  inch kg Ib
O 2.5 /32" @ 2.00 3/3" 125-2 TC332B E2S 0.11 0.05
@ 3.0 8" ® 2.00 %" 113-2 TC332B E2S 0.11 0.05
)i da. o ® 300 w 114-3 TC18B E4S 0.11 0.05
@ ® 300 % 1153 TC18B E4S 0.11 0.05
O 6.0 @ 200 v 116-4 TC5328 E6S 0.17 0.08
8.0 5/16" ‘ 5:00 " /e 118-5 TC316B E6S 017 0.08
9.0 /32" ’ 5.00 %" 119-5 TC316B E6S 0517 0.08
100 %" ‘ 6.00 Va” 110-6 TC14B E6S 017 0.37
Ball size determines the amount of adhesive passing through the head.
Face width determines the maximum spread of adhesive by the head.
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spring 11SHS (standard)
11SHH (heavy)

self lubricating bearing
11SHB

circlipCL12

alternative circlip groove

scale full size

dimensions millimetres

Bearing press fit into 12.00mm reamed hole.

Bearing length 17.28mm.

Grooves for use with mounting plates of thickness 6.35mm (V4”)

and 10mm. Minimum distance between centres for mounting 15mm.
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‘O’ring seal 11R
Holder supplied with alternative heavy spring part number 11SHH

and spare circlip part number CL8.

Ordering
Series 11 short holder part number 11SH6.

eries 11 head

F 20 0.03 ‘

connector 11MM
1.4 £ 0.10 recess for seal

scale full size
dimensions millimetres
thread M8 ISO
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connector 11MM series 11

Application
Manifold block connection for series 11 heads.

Materials
body stainless steel
‘O’ ring seal synthetic rubber

Parts
‘O’ ring seal 11R

Ordering
Series 11 connector 11MM



